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New interior “AIR LIGHT”

Standard model Air light model

Foam liner blocked air flow Wider space for air flow

With an absorption liner in the standard model, the liner usually obstruct internal 
air flow so hot air stays between the gap. So, user feels hot and damp.

Whilst, Air light model (with suspension type J) provides 
much better ventilation inside the shell.

 Better air circulation: Cooler
 Less humidity: Comfortable

“more work efficiency” 



Website: http://www.pands.co.th E-mail: info@pands.co.th, info2@pands.co.th 3

AIRLIGHT Model (エアライト)
1. COOL OFF

Comparison of head temperature and the humidity
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Air light model

Conventional model

Windless Ventilation

Temperature and humidity in the helmet Temperature and humidity on user’s head

Air light modelConventional model

Humidity
Temperature

Humidity
Temperature

Comparing 2 types under no wind flow situation for 0-5 minutes, the
Air light model provides lower temperature during the time of wearing.
Then provide the wind blow of 1 m/s to both types for 5 minutes, the
Air light model shows better ventilation performance.

The experiment above shows a comparison of temperature and
humidity after helmet is taken off.
The user was wearing both types of helmet in the room
temperature 23°c and humidity of 54%.

Δ 4-7°C Δ 8.3°C
- 22.3%
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AIRLIGHT Model (エアライト)
2. SAFETY Impact absorption test

(for protection at the time of fall)New impact absorption system

Developed from honeycomb style, the polygon 
absorbs impact even better than foam liner.

Mandatory test point from “MoHL&W”
TANIZAWA additional testing point

Standard test of protective helmet: 
Testing point/area

Type J suspension (AIR LIGHT model) passed Standard
of protective helmet for the protection at the time of
fall” without the impact absorption liner (foam liner).
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AIRLIGHT Model (エアライト)
3. Easy to release
Better development for assemble and release, the Type J suspension can be easily removed for cleaning 
and changing by the user.

Push the button to 
unlock

Unlocking 
button

EASY STEPS

Slide suspension up while 
pushing the button.
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AIRLIGHT Model (エアライト)

4. Shock absorption test
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หมวกนิรภัย (Safety helmet)



Thank you

For more information please contact us:

PSR Inter (Thailand) co.,ltd
Tel: (662) 998-9090 to 9
Website: http://www.pands.co.th
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